
 

When you open your box 

these are the items that you 

will find... 

Melasty Fixed System offers you a 

flexible design, all depends in your 

creativity and the size of your barn. 

Since very barn has different         

dimensions  we didn’t   include the 

PVC but we can let you know what 

you will need in order to assemble 

your milking  system. 

 

Items not included that you need to 

buy at your hardware convenient 

store: 

 

•  PVC, 1 1/4” 

 

 

• Elbow Connector  1 1/4” 

 

 

 

 

• Drill with a drill bit 27”/64 

 

 

 

 

 

Please follow the brochure : 

Assembly Instructions for the     

Fixed System with double bucket 

 

We will guide you in how to  

assemble your machine for the first 

time. 

 

 

                Please visit us at: 
            www. Mittysupply.com 

    We offer a wide variety of  spare parts. 

315 E. Banks St. Glennville, GA 30427 

 

What’s in the package 

Fixed System 

with double 

bucket 



 

2 Pipe Holder Brackets 

Rubber stopper with inox exit and 

reducing connector 

1 Plastic Cap for PVC 

 

What’s in the package: 

 
Your Melasty complete 

fixed system  will arrive 

with the following  parts: 

1 Vacuum Pump W/Electric Motor 

1 Vacuum Gauge 

1 Vacuum Regulator 

1 Muffler  

 

2 Stainless Steel Buckets 

Each Bucket has: 

 

1 Pulsator 

8 Ft Milk Hose 

8 Ft Pulsator Hose 

8 Ft Air Hose 

4 Silicone Liners 

4 Stainless Steel Shells 

4 Air Tubes 

1 Milking Claw 240cc 

1 Lid  

1 Blind Stopper 

Cleaning Brush Set 



 

Let’s get to work and put your   

machine together!  

If you need assistance in  assembling 

your machine you can call                 

Tel: 1-888-691-5559 

Or go to  

Our Youtube Channel 

Mitty Supply 

Assembly Instructions  

Melasty Fixed System 

W/ 2 Buckets 

315 E. Banks St. Glennville, GA 

1.– Insert the milk hose on tube. 

2.– Insert pulsator on top of the lid    

with the pulsator hose. 

3.– Insert air hose on tube and attach it 

to the nipple on the pipe holder     

bracket. 

1 

2 3 

If this is the first time milking a 

cow. Please continue with  

brochure “How to start milking 

for the first time” 

 

For any spare parts needs please 

visit us at www.mittysupply.com 

We offer a wide variety. 

 

 



  

 

Assembly Instructions: 
Remove from boxes: 

 

A) Vacuum Pump 

B) Stainless steel buckets. 

C) Pipe holder brackets 

D) PVC Cap 

 

Remove the plastic cap that goes 

above of your vacuum pump. 

You will find a hole. Please insert 

the Rubber stopper with inox exit 

and reducing connector 

 

 

 

 

 

 

 

 

 

 

 

Cut your 1 1/4” Pvc in 2 pieces. 

One will go on the top of your 

Vacuum Pump, and the other will 

go to the right forming a L. 

 1. – Take the 2nd piece of your PVC and drill 2 holes, leaving enough room for 

each cow. With your drill make the  holes big enough to insert the pipe holder 

brackets. 

 2.– Glue the Elbow to the PVC tubes and put the cap at the end of the tube. 

Pipe holder bracket 
End rubber cap 

Air Hose 

Vacuum Gauge 

PVC Tube 
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How to start milking 
for the first time! 

 

   

7.- Once you are directly under 
the teat with the tube, put the teat 
at the opening of the tube and       
unclamp the tube. 
      
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

8.– The teat tube will begin to 
suction from the teat.  Align the 
remaining teat tubes and repeat. 
 
 
 
 
 

9.- Once the milk begins to slow     
(you can see this in the clear cover of 
the claw) and is about to complete. 
Pull the butterfly plug on the top of 
the claw. This will  stop the milking 
process. Then turn off the machine. 
 
 

  
   
 
 
 
 
 
 
 
 
 
 

 
 

Do not pull off the teat tubes.       
Hold the tubes until the pressure     
releases and the tubes will slide off.  
Make sure to hold them as they will 
drop.  
 
10.-  Place the milking claw back on 
the bucket. Clean your cow. 
Remove the hoses from the lid of the 
stainless steel milk container and take 
your milk to be processed.  Clean 
your machine each time you use it. 
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5.- Once the gauge is in the desire  
area push the plug in the milking 
claw. Remove the milking claw from 
the bucket  and fold the four teat 
tubes against the head of the claw. 
Having the rubber hoses from the 
tubes collapsed keeps the pressure 
steady. 
 

 

 
 
 
 
 
 
 
 

6.- Bring the claw under the 
udder of the cow and position 
the first teat tube beneath one 
teat.  Make sure you are in 
proper alignment and have not 
twisted the hoses or             
possibly twisting a teat.             
Keep the rubber hose to that 
teat tube clamped (like you 
would a garden hose). 
 

Let’s Start Milking! 
 
1.- Clean and prepare your 

cow. Put the lids on 
each bucket and secure 
them with the handle. 
Be sure they are       
completely sealed. 

 
2.-First we need to set the 

vacuum pump at the 
correct measure. 

     Pull the plugs out on 
both of your milking 
claws. 

3.– Turn on your        

machine, you will see 

how the vacuum gauge 

starts moving to the red 

zone. The gauge needs to 

read .50.  

4.- Move the vacuum regulator to 

the right or left to reach the .50 


