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Vacuum pump, ELECTRIC motor and       

Muffler/Silencer. The silencer/muffler is designed 

to reduce the noise of your vacuum pump so the 

animal won’t be scared. You will find it on top of 

the vacuum pump. The vacuum pump is located on 

the side of the gasoline engine. The gasoline     

engine motor oil SF 10W-30. 

Blind stopper for liner. The plug 

will help if one of  the teats gets 

infected. The plug can be inserted 

into one of the liners. The suction 

will remain in the rest of them. 

1 set of brushes to clean liners and 

hoses 

5 Gallon Stainless Steel Milk Bucket 

Package Contents 

 
When you open your  

box, these is what you  

will find... 

MAD DOG 

You have received a complete 

milking system, now let’s proceed 

to put everything in place to start 

milking. Please continue with the 

manual “Assembly of Mad Dog 

TMDK-1PS GM” milking        

machine.  

Silencer/Muffler 

Electric Motor 

Gasoline Engine 



The stainless steel lid comes with 3 

entrances. One for the air hose, one 

for the milk hose and one for the 

pulsator.      

          

 

 

 

 

 

 

 

 

 

What’s in the package: 

Thank you for your purchase! 

In your box you will find everything that 

you need to start milking your goats.  

We want to walk you through the parts 

that comes with your machine so you can 

understand the function of each one.  

Screw in the handle. The handle will help 

you ma-

The pulsator is a device that stimulates  

rhythmic motion of the liner. Melasty         

pulsators are programmed to milk the animals 

with the perfect motion to extract the milk. 

The ratio in the pulsator is 60/40 and it is   

already adjusted. 

Gauge and Vacuum Regulator. The 

gauge will measure the vacuum      

pressure on your vacuum pump. The 

correct pressure on your gauge for 

milking goats is .35-.40. The vacuum 

regulator is a device that is located next 

to the gauge. To adjust your pressure, 

turn the middle knob left or right. 

Middle Knob/Adjusting Knob on Regulator 

Air Hose     Milk Hose     Pulsator 

Handle 

Milk stopper and Air Hose. The 

milk stopper is a device with a ball 

inside a metal structure that goes   

under the air entrance on the bottom 

of the lid. It’s function is to stop the 

vacuum air when the bucket is full to 

avoid spills. The air hose connects to 

your nozzle on the stainless steel lid 

and to the Mad Dog milking machine. 

Air Hose 

Milk Stopper 

The milking cluster is composed by 4 

automatic valves, 4 air tubes, 4 silicone 

liners, 4 clear plastic shells, 8 FT milk 

hose, 8 Ft pulsator hose.  

Regulator Gauge 


